STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

Bridge omission

Backfill with uncompacted Porous Granular
L [ Embankment (Special) by Bridge Contractor
GENERAL NOTES Const._joint 7\ after superstructure is in place
1 - i |
. = Approach Pavement . -
Fasteners shall be AASHTO MI64 Type 1, mechanically galvanized bolts. ‘a , fpproach e v . %
Boits %" in. 9, holes B¢ " in. ¢, unfess otherwise noted. - \
Calculated weight of Structural Steel = 71,660 Ib < ] 30" W 36160
alculated weight o ructural Steel = 71, S. Y g;ggse 5;/;&7@2 ) Excavation for placing
. T . . R o Porous Granular
No field welding is permitted except as specified in the contract documents. - — Embankment (Special)
Reinforcement bars shall conform to the requirements of ASTM A 706 ]—“L— - Co O £ gfr/;g/rduriogxiz vation
Gr 60. See Special Provisions. . 1 e N N e
0 ‘ - . *Geotechnical Fabric for
. . | U N ]
Reinforcement bars designated (E) shall be epoxy coated. Bedding Lff"o” | o = . gfrf;//?;g Dr/c\z/ns .
) 4 . A ge Aggregate
Filter fabric (5 3
The Inorganic Zinc Rich Primer / Acrylic /' Acrylic Paint System shall be 2 2 . Vr‘}
used for shop and field painting of new structural steel except where otherwise / L ) 1l 1l
noted. The color of the final finish coat for all interior steel surfaces shall be SECT]ON A-A o -0t~ 37 137 I
gray, Munsell No. 58 7/1. The color of the final finish coat for the exterior —_ A g ! ' *4 ¢ Perforated
and bottom flange of the fascla beams shall be Interstate Green, Munsell No. 7.5G 4/8. 2-0" pipe drain
See Special Provision for "Cleaning and Painting New Metal Structures”.
Layout of slope protection system may be varied in the field to suit ground Stone Riprap ) .
conditions as directed by the Enginger. Class A4 o ~— Bk. of Abut.
The Contractor shall drive fest piles to 110X of the nominal required bearing % o \= SECTION THRU INTEGRAL ABUTMENT
specified in production locations at substructures specified or approved by the ev. = = (Horiz. dim. @ RE. L’s)
Engineer before ordering the remainder of piles. Note: ) . : ’
IDNR/OWR has issued permit DS2008073 for the construction of ‘this project. S Bedding All drainage sy 5’6”7 components shall exfend'fo 2-0" from
K the end of each wingwall except an outlet pipe shall extend
Al until intersecting with the side slopes. The pipes shall drain
k Filter Fabric into concrete headwalls. (See article 601.05 of the Standard
Specifications and Highway Standard 601101).
STONE RIPRAP ANCHOR DETAIL * Included in the cost of Pipe Underdrains for Struciures, 4"
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? - 22303%9 6 Superstructure Details
e = 4.507 7 Steel Railing, Type S-1
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